120 / 240 VOLT
GENERAL NOTES
THE FOLLOWING EQUIPMENT WITHIN THE SERVICE ENCLOSURE SHALL HAVE AN ®
APPROPRIATELY ENGRAVED PHENOLIC NAME PLATE ATTACHED WITH
SCREWS OR RIVETS. KEY NUMBERS: 2, 3, 4,5, 7,8 AND Il

2. METERING ARRANGEMENTS VARY WITH DIFFERENT SERVING UTILITIES. THE ® 2
UTILITY MAY REQUIRE METER BASE MOUNTING IN THE ENCLOSURE, ON THE ®
SIDE OR ON THE BACK OF THE ENCLOSURE. THE CONTRACTOR SHALL VERIFY - SIGNAL CKT ®
THE SERVING UTILITY’S REQUIREMENTS PRIOR TO INSTALLING THE SERVICE
EQUIPMENT.

3. A IZ TOLERANCE IS ALLOWED IN ALL DIMENSIONS.

4, DIMENSIONS SHOWN ARE NOMINAL AND SHALL BE ADJUSTED TO ACCOMODATE
THE VARIOUS SIZES OF EQUIPMENT INSTALLED BY THE CONTRACTOR.

5, FOR DETAILS ON SERVICE GROUNDING SEE STD PLAN, "TYPICAL GROUNDING DETAILS".
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£
METER BASE - 4 JAW WITH MANUAL BYPASS LEVER £ \
Bl | o) e WIRING SCHEMATIC

g
MAIN BREAKER (SEE BREAKER SCHEDULE) - BARRER —3

VENTS
SIGNAL BREAKER (SEE BREAKER SCHEDULE) MOUNTING
PaNEL METAL HOLDER

CONTROL BREAKER (SP-I5 AMP) —

TEST SWITCH (SPST - 10 AMP - 125 VOLT - "T" RATED)

‘305—%+ o
PHOTOELECTRIC CONTROL, STD. SPEC. 9 - 29.2) SEE DOOR L
k

LEFT SIDE HINGE DETAIL FRONT
BRANCH BREAKER (SEE BREAKER SCHEDULE)

ALL DIMENSIONS ARE IN MILLIMETERS
CONTACTOR (SEE BREAKER SCHEDULE) SERVICE CABINET DETAIL UNLESS OTHERWISE NOTED.
NEUTRAL BUSS MODIFIED
RECEPTACLE, GROUNDED (20 AMP) TYPE B SERVICE

RECEPTACLE BREAKER (GFI-SPST-20 AMP - 125 VOLT - "T 'RATED)

POLISHED WIRE GLASS (50 mm x 150 mm MIN)
8 mm DIAMETER DRAIN HOLE. DRILL BEFORE GALVANIZING.

ECAB\NET OR PANEL WALL

PHOTOCELL ENCLOSURE - SEE PHOTOCELL ENCLOSURE MOUNTING DETAILS. 4
PIAND

L PANEL COVER

MOUNTING HOLE. SEE SERVICE CABINET MOUNTING DETAIL.
® HNGED DEAD FRONT WITH 174 TURN FASTENERS. HINGE

6 mm x 16 mm
NEOPRENE GASKET

DOOR HINGE DETAIL
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SERVICE CABINET BOLTED

e e SEE NOTE 6 i TO UNISTRUT (SEE DETAIL)
T <« POLICE PANEL N — A BEVEL 50 mm
41,2 mm x 6.9 mm 12 GA. i %
! il UNISTRUTS OR CONTROLLER g i
s EQUIVALENT CABINET - 4.2 mm x 6L9 mm 12 GA.
c (3 REQUIRED) | E UNISTRUTS OR EQUIVALENT
- o] EMBED 300 mm MIN = c 5 ] BOLTED TO POST.
- a n IN FOUNDATION. i o o gy S 4 8 USE 2 - MIO BOLTS,
~ E WASHERS AND NUTS
~N
= CONDUITS AS REQUIRED. N FOR EACH UNISTRUT
s % PEEN BOLT THREADS.
=
. =
c .
= IOM BARS c
£ b LY EAcH T ®
b
g —H e OFNER 450 mm S :I: Lol i50 mm l
d I [ \
gV |I— — Il _— S ) S — U TO SERVICE GROUND
= oy TR
=) = = 10 UTLTY —1— = = — SEE NOTE Il
2 &= - RIGHT SIDE OF SERVICE CABINET
- — _)) TO CONTROLLER CABINET

TO LUMINAIRES —o—=

Ly =
TO UTILITY —) JJ \ TO SERVICE GROUND
TO LUMINAIRES —*= (SEE NOTE ID
TO CONTROLLER CABINET
IOM (2) HOOPS

FRONT OF SERVICE CABINET

RIGHT SIDE OF SERVICE CABINET _— 150 mm x 200 mm TREATED TIMBER POST, 3 m LONG

STRUT MOUNT FRONT OF SERVICE CABINET

CABINET BASE POST MOUNT

25 am 25 mm

(2) IOM HOOPS
3 /

450 mm 450 mm

UNISTRUT

BOLT SIZED FOR UNISTRUT

WITH WASHER TIMBER POST

& SPRING NUT ~
[

(3 EACH FOR

EACH UNISTRUT)

r
//
\\

™~ —
CONTROLLER o
o CABINET o r g;
S5:3m
ANCHOR | BOLT 4"” ° §§§ ﬁCLASS 20 CONCRETE SERVICE @ Q
£ p——— CABINET S \ MIO BOLT (2 EACH)
3 L,@ET_‘J NOT REQUIRED FOR STRUT MOUNT AL DIMENSIONS ARE IN MILLIMETERS
S - _— UNLESS OTHERWISE NOTED.
£ / AN MODIFIED
o
] Ve AN SERVICE CABINET TYPE B SERVICE
MOUNTING DETAIL

L\OM BAR EACH

CORNER
FOUNDATION TA
OUNDATION DETAIL PHOTOCELL
PLAN ENCLOSURE
METAL WASHERS 4 FLANGE

RUBBER WASHER
(APPLY SILICONE SEALER TO SERVICE
SEE STANDARD PLAN TO BOTH SIDES OF RUBBER <« CABINET

"CABINET FOUNDATION DETAILS", WASHER PRIOR TO INSTALLATION.)

FOR DETAILS NOT SHOWN. <——— M0 MACHINE BOLT
PHOTOCELL ENCLOSURE
MOUNTING DETAIL
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